HYDRAULIC
PULLERS o

' CK-6sd 165 | 30-200/260 @ 55 72

4 tons

6tons | CK-6in 165 | 30-200/260 & 82 7.5

6tons | CK-6inL | 195 | 30-200/300 | 82 8.1

8tons | CK-8in 210 = 30-250/355 | 82 8.6

8tons | CK-BinL | 240 | 30-300/380 82 9.7
10 tons* | CK-6inX | 195 | 30-250/310 & 82 11.6
10 tons* | CK-6in XL | 250 | 30-280/340 | 82 16.7
12 tons* | CK-8inX | 240 | 30-300/370 | 82 18.5
Features : 12tons* | CK-8inXL 280 & 30-330/400 | 82 201
4 Self contained Hydraulic Pump & Puller | 15tons | CK-10in | 240 = 50-280/380 | 82 117
4 Heat treated alloy steel forged jaws 15tons* | CK-10inL | 320 = 50-350/410 | 82 27.1
S 20 tons* | CK-11in 275 | 50-360/430 | 82 23.7
¥ ¢ 2wy combiioniptict noad 20tons* | CK-1linL | 330 | 50-380/450 | 82 28.2
+ Integral safety release valve 25tons* | CK-12in | 315 | 50-410/480 | 110 | 356
4 Spring return hydraulic piston 25tons* | CK-12inL | 380 | 50-440/540 | 110 37.8
4 Bright chrome finish to resist corrosion | 30 tons* CK-15in ‘ 405 | 100-540/610 | 110 50.0

o # Indicates puller with Cobra Jaws. These jaws ifetime Wa
+ 360" rotatable pump handie i b ingliiaattes 'Eong Jaws. Adding Suffix 'B' tojthe ac;;:rimr mudeT::?

4 Special adaptors to increase stroke indicates both (long & short) jaws.

Important Notice : The Safety Net/Blanket is provided
for Protection. It must be ensured that it is used while the puller
is in operation.
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~ New  CK 3-Series

_6tons | CK36in 165 | 30-200/260 | ¢
8 tons CK3-8.in 210 | 30-300-380

__10tons | CK3-6inExtra | 195 | 30-250/310 |
12tons | CK3-8inExtra 240 | 30-300/370 |

15tons | CK3-10in | 240 | 50-280/380 | 82 | 197
| 20tons | CK3-11in | 275 |50-3601430 | 82 | 23




" PULLER ACCESSORIES
Suitable for

CK-66B/88B/99B

M ol | Reach Spread Weight
B 1 Gyl Quiput (MM) sk ko)
CK-66 6 tons 190 90/210 6.1
CK-66B 6tons 150 | oama | 0w
CK-88 8 tons 245 90/210 64 |
R T ~ 8tons 245 90/210 11.0 )
CK-99 12 tons 245 | 9010 A g
CK-99B 12 tons 245 90/210 11.0 CK-22 {upto 20 Tons )
CK-22-01t05 Upto 20 tons = 35-300 5t0 15.1 Bearing Fulling S o8
Upto 30 tons -

K3-50 to K3-380

50-380

0.43 to 48.21

Spread

Cyl. Reach Weight
oae Output (MM) (MM) (KE)
CK-105 15 tons 240 50-280 T e
CK-105 X 175 tons 250 50-360 21.8
CK 135 22.5 tons 315 50-410 398
CK-155 27.5 tons 405 100-540 53.3

CK-25 in X SJ/LJ 50 tons 420/635 5801000 | 117.9/132.4
Model Cyl. Reach Spread Pusher Weight

Output (MM) (MM) (Kg)

CK-130 e 55-395 36-130 8.0
12 tons 55-385 56-270 570

CK-8-270- A

Mechanical Pusher
CK-130

The new mechanical & Hydraulic Installers have unique pushing
design making them ideal for pushing a wide variety of press-fit items
like Bearings, Bushings, Wheels, Gears, Pulleys etc.

Hydraulic Pusher -
CK8-270-A

Model K3 - 50 to K3 - 380.
Trisection Plates
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